20021130.ba v03_n419.bam.20021130 


>From ???@??? Sat Nov 30 12:38:07 2002 -0600 

Message-Id: <200211301838.gAUICO7M014686@sco.theporch. com> 
Date: Sat, 30 Nov 2002 12:37:39 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3419 


BOATANCHORS Digest 3419 
Topics covered in this issue include: 


1) Triplett Panel Meters Needed 
by "Merz Donald S" <merz.ds@mellon.com> 
2) Nice Olive Drab BC-221-AK 
by "Joe Watson" <wwatson5@cox.net> 
3) Re: Nice Olive Drab BC-221-AK 
by "Ed Zeranski" <ezeran@concentric.net> 
4) Need RME-45B tuning cap 
by "Rodger Singley" <rbsingl@ilstu.edu> 
5) Re RME tuning cap 
by "philip" <dgnova@erols.com> 
6) Swan Panel Meter Wanted 
by Bob Kemp <rkemp@mr.net> 
7) MRCA Website Update 
by Al Klase <skywaves@bw.webex.net> 
8) Amprite time delay relay bases 
by "David L. Thompson" <thompson@mindspring.com> 
9) Swan 250C 
by Mike Steussy - AE4R <hikrbikr@erols.com> 
10) BAs and parts for sale 
by Mike Steussy - AE4R <hikrbikr@erols.com> 
11) RE: Swan 250C 
by Don Reaves W50R <w5or@comcast.net> 
12) RE: Swan 250C 
by "John K9IUWA" <k9uwa@arrl.net> 
13) FS PE-73;BD-77 Top Covers 
by WA5CAB@cs.com 
14) BC-610E what to pay for it? 
by Heinz und Hannelore Breuer <hbreuer@debitel.net> 
15) Re: BC-610E what to pay for it? 
by John Dilks - K2TQN <oldradio@worldnet.att.net> 
16) Re: BC-610E what to pay for it? 
by Gary Pewitt <gpewitt@execpc.com> 
17) Boatanchors in Singapore? 
by Heinz und Hannelore Breuer <hbreuer@debitel.net> 
18) K6KPH Active For SKN 


by "Richard Dillman" <ddillman@igc.org> 
19) Re: BC-610E what to pay for it? 
by "Ed Zeranski" <ezeran@concentric.net> 
20) Correctly Loading Audio Output Amps 
by Liles and Naomi Garcia <landn@easystreet.com> 
21) Re: Correctly Loading Audio Output Amps 
by Arden Allen <gumbear@pacbell.net> 
22) Re: Correctly Loading Audio Output Amps 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 


Message-ID: <20021126205627 .25433.qmail@mellon.com> 
content-class: urn:content-classes:message 
Subject: Triplett Panel Meters Needed 
Date: Tue, 26 Nov 2002 15:54:30 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: quoted-printable 
From: "Merz Donald S" <merz.ds@mellon.com> 
To: Old Tube Radios <boatanchors@theporch.com> 


WANTED FOR RESTORATION 


I need the following 2 Triplett panel meters for a restoration I am = 
doing. These are 1930s-40s vintage meters with round bezels. They = 
require a 2.75 inch hole for panel mounting.=20 


Triplett Model 331 0 - 15 volts AC 
Triplett Model 341 © - 2.5 RF Amps HF Thexrmocouple-Type Ammeter 


The 0 - 15 VAC meter just has a smashed-up case and I could use the guts = 
from the old one if anyone has a case that is intact.=20 


The RF Ammeter has a bad movement and a bad case. Possibly repairable. = 
But I thought I'd look around for a replacement first. 


I am also looking for any surface-mount, 1930's panel meter with the = 
GROSS name and logo on the dial face. 


A references to any possible sources for these meters would be welcome. 
Thanks. 
73, Don Merz, N3RHT 


Message-ID: <000a01c29592$0e13fcf0$6900a8cO@radioroom> 
From: "Joe Watson" <wwatson5@cox.net> 


To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Nice Olive Drab BC-221-AK 

Date: Tue, 26 Nov 2002 15:23:24 -0600 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_0007_01C2955F .C32A0D60" 


This is a multi-part message in MIME format. 


teres =_NextPart_000_0007_01C2955F .C32AQD60 

Content-Type: text/plain; 
charset="Windows-1252" 

Content-Transfer-Encoding: quoted-printable 


I have an olive drab BC-221-AK which is in very nice condition. 


working and is complete with calibration book. 


It is 


If anyone is interested, let me know. I do not know what it would be 


worth. 


aie Sai =_NextPart_000_0007_01C2955F .C32A0D60 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KK KK KKK KK KKK KK KK KKK 


* 
* 
* 
* 


+t + ss + 


ses5=- =_NextPart_000_0007_01C2955F . C32A0D60- - 


Message-ID: <0Q07201c295bb$d4005610$09030140@ejz1t> 
From: "Ed Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Nice Olive Drab BC-221-AK 
Date: Tue, 26 Nov 2002 18:22:24 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="Windows-1252" 
Content-Transfer-Encoding: 7bit 


They usually are $5-$20 bucks because not many folk appreciate them any 
more. If I didn't have 11 of them I'd buy yours. 

a Original Message ----- 

From: "Joe Watson" <wwatson5@cox.net> 

To: "Old Tube Radios" <boatanchors@theporch.com> 

Sent: Tuesday, November 26, 2002 1:23 PM 

Subject: Nice Olive Drab BC-221-AK 


I have an olive drab BC-221-AK which is in very nice condition. It is 
working and is complete with calibration book. 
If anyone is interested, let me know. I do not know what it would be worth. 


From: "Rodger Singley" <rbsingl@ilstu.edu> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Need RME-45B tuning cap 
Date: Wed, 27 Nov 2002 07:32:36 -0600 
Message-ID: <NGBBJHDDHLLHKOGLCLLFEEJFCBAA. rbsingl@ilstu.edu> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I am trying to restore an RME-45B and have found that a previous owner was 
"anti" anti-backlash. The anti-backlash springs have been removed from both 
the main reduction drive and the "half-moon" gear in the tuning cap. The 
main gear isn't a problem but the anti backlash gear in the cap has been 
broken on the shaft and the teeth are damaged. If someone has a parts unit 
RME-45 series I would also be happy to purchase the whole unit since it 
takes a fair amount of dissasembly to get the capacitor out. The good news 
so far is that the ball reduction drive works nicely after cleaning and 
relubrication. 


Happy Thanksgiving! 
Rodger WQ9E 


Message-ID: <0Q01001c2961d$c125e7a0$f£90b2c42@default> 
From: "philip" <dgnova@erols.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re RME tuning cap 

Date: Wed, 27 Nov 2002 09:03:24 -0500 

MIME-Version: 1.0 

Content-Type: text/plain; 


charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


I have found is possible to replace broken RME and RCA tuning condenser 
drives with drives taken of off 1930s domestic radios. Both RME and 

RCA used standard commercial drives in there receivers. If you cann't 
find and old RME, try looking at 1930s domestic radios that have 

short wave coverage. 

Phil dgnova@erols.com 


Message-ID: <3DE67F59.6070201@mr.net> 

Date: Thu, 28 Nov 2002 14:40:57 -0600 

From: Bob Kemp <rkemp@mr.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Swan Panel Meter Wanted 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Need the panel meter off of a Swan. ANything off of a MOdel 350 on up 
should work. 
Bob. 


Message-ID: <3DE53402.F2677EA8@bw.webex.net> 
Date: Wed, 27 Nov 2002 16:07:14 -0500 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: MRCA Website Update 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Pictures from the 2002 Military Radio Collectors Association 
meet have been added to the MRCA website at: 
http: //www.milradio.org/ 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Message-ID: <005501c29661$71a618a0$050645cf@default> 
From: "David L. Thompson" <thompson@mindspring.com> 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Amprite time delay relay bases 
Date: Wed, 27 Nov 2002 17:07:56 -0500 


I have a NOS 115N020 in my Henry 2K now but last night I found two more 
115N020's with the bases loose. What problems would I run into in 
resoldering the bases back on? As I remember these are good but the base 
cement was poor on a batch. What base cement 

is recommended to protect the new pin connections when the relay is removed 
from its socket? 


I assume there is a base diagram in the old ARRL handbooks. 


73 Happy Thanksgiving to all 
Dave K4JRB 


Message-ID: <3DE577BB.6D120B5@erols.com> 

Date: Wed, 27 Nov 2002 20:56:11 -0500 

From: Mike Steussy - AE4R <hikrbikr@erols.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Swan 250C 

Content-Type: text/plain; charset=iso-8859-1; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 8bit 


Ahoy! I have acquired my first Swan, a Model 250C six meter transceiver 
and companion speaker/power supply. The transceiver is incredibly 
dirty, but should clean up nicely and otherwise looks fine. It has two 
6146Bs sitting on the filthy chassis and seems to be pretty well built. 
Iive never been on six meters in 40+ years in the hobby, but this looks 
like it might be my ticket onto the band. Those who have experience 
with this rig, please advise what to check, change or leave alone when I 
clean up and try out this radio. 


Thanks and 73, 
Mike Steussy AE4R 
Vienna VA 


Message-ID: <3DE578AF.F6696A9C@erols. com> 
Date: Wed, 27 Nov 2002 21:00:16 -0500 

From: Mike Steussy - AE4R <hikrbikr@erols.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 


CC: drdickey@maxinter.net 

Subject: BAs and parts for sale 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


Dave Dickey, a former amateur in my area (Northern Virginia) has some 
equipment and other items he'd like to pass on. I don't know his 
prices, but here is an abbreviated list of what he's offering. Please 
contact him directly at <drdickey@maxinter.net>. 


Hallicrafters S53-A receiver with Healthkit QF-1 Q multiplier 
Healthkit DX-35 transmitter & VF-1 VFO with complete spare parts 
Two keys (1 new in box) 
New Astatic microphone # JT-30 
Electro Voice microphone model 621H 
Hundreds of feet of RG-59 coax & mike cable 
Hundreds of resistors (all values & wattages), variable resistors, 
capacitors, 
parts & shafts of make your own ceramic rotary switches, & 
transistors; 
all in cabinets with marked drawers 
Transformers: many types (name brands) ? large & small 
Tubes (send for listing of types and quantities) 


Also, for those in the eastern USA, please mark calendars for the Vienna 
Wireless Society's Winterfest 2003 on Feb. 23, at Annandale VA, just off 
the National Capitol Beltway. Details may be found at 


<http: //www.viennawireless.org/winterfest.php> 


73, Mike Steussy AE4R 


Date: Thu, 28 Nov 2002 22:27:48 -0600 

From: Don Reaves W50R <w5or@comcast.net> 

Subject: RE: Swan 250C 

To: Old Tube Radios <boatanchors@theporch.com> 

Message-id: <GDEHIALJFKJECMCBANPPEEHPDOAA.w5or@comcast.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=iso-8859-1 
Content-transfer-encoding: 7BIT 


I have resurrected a couple of these from long sleeps. They mostly need 
the electrolytics replaced, in particular the 80uf/150V C1904 in the 150V 
regulator circuit. Two 500 ohm 10W resistors nearby might need 
replacement if the rig had the optional Vox adaptor. If you have the 


companion power supply, the 117X, check the caps in it too. Rip out the 
rotting power cord and put in a 3 wire safety type. 


The 250C is a fun 6 meter rig, easy to work on, stable (it has a solid state 
VFO). I let both mine go when I got a Drake TR-6 but sometimes miss the 
Swan. 6 is 'magic' when the band opens. 

It has been dead this summer around here. 


73 


Don Reaves W50R 


From: "John K9UWA" <k9uwa@arrl.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Fri, 29 Nov 2002 00:02:29 -0500 
MIME-Version: 1.0 

Subject: RE: Swan 250C 

Message-ID: <3DE6AE95.26682.3A33E44@localhost> 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 
Content-description: Mail message body 


>The 250C is a fun 6 meter rig, easy to work on, stable (it has a solid state 
>VFO). I let both mine go when I got a Drake TR-6 but sometimes miss the Swan. 


>6 is 'magic' when the band opens. It has been dead this summer around here. 


>73 

>Don Reaves W50R 

Anyone interested in one of these?.... I have a whole one..... 

supply and the rig...... not good cosmetics......... dirty...needs everything 
anyone interested e-mail me and will talk....... 

I am in Indiana ........ and will be in Mid Florida in January.... 

John k9uwa 


John Goller, K9UWA & Jean Goller, N9OPXF 
Antique Radio Restorations 
k9uwa@arrl.net 
Visit our Web Site at: 
http://www. JohnJeanAntiqueRadio.com 
4836 Ranch Road 
Leo, IN 46765 
USA 
1-260-637-6426 


From: WA5CAB@cs.com 

Message-ID: <19c.cb6b7c4.2b18ffb7@cs.com> 
Date: Fri, 29 Nov 2002 12:36:55 EST 

Subject: FS PE-73;BD-77 Top Covers 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_19c.cb6b7c4.2b18f£f£b7_boundary" 


--part1_19c.cb6b7c4.2b18ff£b7_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Groups, 


Photo on the bay of a PE-73 missing its top cover reminded me that I have 
several postwar (1953 Order) replacements. Finish is flat black, not wrinkle 
and condition is good rather than NOS due to what I'll call “shelf wear" or 
weathering. Less the Bristol wrenches and spare fuses. $15.00 plus 
shipping. 


73 

Robert Downs 
Houston 
<WA5CAB@cs.com> 


--part1_19c.cb6b7c4.2b18ff£b7_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KR KKK KR KK KKK KK KK KK KKK KK KK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KK KK KK KK KK KKK KKK KK 


+ Fs + + + F 
+t ss + + 


--part1_19c.cb6b7c4.2b18ff£b7_boundary -- 


Message-ID: <3DE7BE77.D1662C37@debitel.net> 

Date: Fri, 29 Nov 2002 20:23:40 +0100 

From: Heinz und Hannelore Breuer <hbreuer@debitel.net> 
MIME-Version: 1.0 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: BC-610E what to pay for it? 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi, 


I was offered a BC-610E in working condition with all tuning units but 
without speech amplifier. I am in Germany and the BC-610 is located in 
Luxembourg, which is a few hours to drive. What would be a fair price 
for a BC-610E? Is there anything special I should check before buying it? 


Thanks for your help. 


Vy 73 
de Heinz DH2FA, KM5VT 


Message-Id: <5.1.1.6.0.20021129161628 . 0268d6f0@ipostoffice.worldnet.att.net> 
Date: Fri, 29 Nov 2002 16:22:22 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: John Dilks - K2TQN <oldradio@worldnet.att.net> 

Subject: Re: BC-610E what to pay for it? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 08:23 PM 11/29/02 +0100, Heinz und Hannelore Breuer wrote: 

>Hi, 

> 

>I was offered a BC-610E in working condition with all tuning units but 
>without speech amplifier. I am in Germany and the BC-610 is located in 
>Luxembourg, which is a few hours to drive. What would be a fair price 
>for a BC-610E? Is there anything special I should check before buying it? 
> 

>Thanks for your help. 

> 

>Vy 73 

>de Heinz DH2FA, KM5VT 


Heinz, 

Check out your muscles! Those babies are h-e-a-v-y. 

What to pay? You should pay what you're comfortable with. If it needs 
work, then less. If it is on the air, running perfectly then a little 


more. I'd shoot for $400 + or -. The speech amp can be substituted until 
you find one. 


An OS-39 VFO/FSK unit will add value, as well as the Antenna Tuner. 


The unit will break-down to three chassis and the cabinet pieces. But I'd 
recommend leaving it in one piece if possible. 


Have fun, but watch the high voltage, it's within easy reach inside. 


73' John, K2TQN 


Message-Id: <5.1.1.6.2.20021129164643 .02189ce0@mail.execpc.com> 
Date: Fri, 29 Nov 2002 16:48:37 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Gary Pewitt <gpewitt@execpc.com> 

Subject: Re: BC-610E what to pay for it? 

Mime-Version: 1.0 

Content-Type: multipart/mixed; x-avg-checked=avg-ok-141F27E6; 
boundary="=======56034542=======" 


Content-Type: text/plain; x-avg-checked=avg-ok-141F27E6; charset=us-ascii; 
format=flowed 
Content-Transfer-Encoding: 8bit 


The E model is the hardest one to take apart and reassemble. I'd try to 
get a dolly under it and keep it in one piece. $400.00 plus would seem to 
be a good price. Lucky you! 

73 Gary 


At 04:22 PM 11/29/02 -0500, John Dilks - K2TQN wrote: 


>At 08:23 PM 11/29/02 +0100, Heinz und Hannelore Breuer wrote: 

>>Hi, 

>> 

>>I was offered a BC-610E in working condition with all tuning units but 
>>without speech amplifier. I am in Germany and the BC-610 is located in 
>>Luxembourg, which is a few hours to drive. What would be a fair price 
>>for a BC-610E? Is there anything special I should check before buying it? 
>> 

>>Thanks for your help. 

>> 

>>Vy 73 

>>de Heinz DH2FA, KM5VT 

> 

>Heinz, 

> 


>Check out your muscles! Those babies are h-e-a-v-y. 

> 

>What to pay? You should pay what you're comfortable with. If it needs 
>work, then less. If it is on the air, running perfectly then a little 


>more. I'd shoot for $400 + or -. The speech amp can be substituted until 
>you find one. 
> 


>An OS-39 VFO/FSK unit will add value, as well as the Antenna Tuner. 

jon unit will break-down to three chassis and the cabinet pieces. But I'd 
>recommend leaving it in one piece if possible. 

os fun, but watch the high voltage, it's within easy reach inside. 

a John, K2TQN 


VV VV WV 


> 

>--- 

>Incoming mail is certified Virus Free. 

>Checked by AVG anti-virus system (http://www.grisoft.com). 
>Version: 6.0.423 / Virus Database: 238 - Release Date: 11/25/02 


Gary Pewitt N9ZSV gpewitt@execpc.com 
6120 W. Calumet Rd. Apt 204 

Milwaukee, WI 53223-4132 

Sturgeon's Law "90% of everything is crap" 


Content-Type: text/plain; charset=us-ascii; x-avg=cert; x-avg-checked=avg- 
ok-141F27E6 
Content-Disposition: inline 


Outgoing mail is certified Virus Free. 
Checked by AVG anti-virus system (http://www. grisoft.com). 
Version: 6.0.423 / Virus Database: 238 - Release Date: 11/25/02 


Message-ID: <3DE7F165.FEB8D63D@debitel.net> 
Date: Sat, 30 Nov 2002 00:01:10 +0100 
From: Heinz und Hannelore Breuer <hbreuer@debitel.net> 


MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Boatanchors in Singapore? 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi, 


I will be in Singapore for a few days in early December. Does anybody 
know about boatanchor places, either must see or equipment for sale? 


Vy 73 
de Heinz DH2FA, KM5VT 


From: "Richard Dillman" <ddillman@igc.org> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Fri, 29 Nov 2002 20:29:25 -0800 
MIME-Version: 1.0 

Subject: K6KPH Active For SKN 

Message-ID: <3DE7CE25.9587.2EF6F2A@localhost> 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 
Content-description: Mail message body 


K6KPH WILL BE ACTIVE FOR STRAIGHT KEY NIGHT 


Amateur station K6KPH, operating from the transmitting and receiving 
sites of ex-RCA coast station KPH, will be on the air for Straight 
Key Night on New Year's Eve 2002. The transmitters, receivers and 
antennas of KPH will be used. 


Commercial station KPH will also be on the air. 


Straight Key Night is an annual event sponsored by the Amateur Radio 
Relay League (ARRL) and is intended to promote the use of Morse and 
non-automatic "straight" keys. 


Straight Key Night begins at 7 PM EST December 31 and runs for 24 
hours through 7 PM EST January 1 (0000-2400 UTC January 1, 2003). 
K6KPH will be on the air beginning at 0000 UTC. Operations will 

continue into the evening Pacific time. 


More information about Straight Key Night may be found on the ARRL 
Web site at: 


<http://www.arrl.org/contests/rules/2003/skn.html> 


K6KPH operating frequencies will be 3545, 7050, 14050kc. 21050kc 
will be activated if conditions warrant. 1950s vintage RCA 
commercial transmitters will be used. Transmitter power output will 
be 1.5kW. Transmitting antennas will be double extended Zepps on 3.5 
and 7Mc and H over two antennas on 14 and 21Mc. All antennas are fed 
with open wire line. Commercial operators, many of them former KPH 
staff members, will be at the keys. 


Commercial station KPH will also be on the air on medium frequency 
sending Pacific weather and the ARA Free Press. Announcements will 
be made on 500kc. The broadcasts will take place on 426kc. 


QSLs and reception reports for K6KPH and KPH may be sent to Denice 
Stoops "DA", first female operator at KPH, at: 


Ms. DA Stoops 


P.O. Box 381 
Bolinas CA, 94924-0381 
USA 


K6KPH and KPH are operated by the Maritime Radio Historical Society 
with the cooperation of the Point Reyes National Seashore and Globe 
Wireless, Inc. 


For more information about the Maritime Radio Historical Society, 
please see: 


<http: //www. radiomarine.org> 


VY 73, 


Richard Dillman, W6AWO 

Member of the Maritime Radio Historical Society 
<http: //www. radiomarine.org> 

Collector of Heavy Metal: 

Harleys, Willys and Radios over 100lbs. 


Richard Dillman, W6AWO 

Member of the Maritime Radio Historical Society 
<http: //www. radiomarine.org> 

Collector of Heavy Metal: 

Harleys, Willys and Radios over 100lbs. 


Message-ID: <0Q01801c29829$0bbea600$4d020140@ejz1t> 
From: "Ed Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: BC-610E what to pay for it? 
Date: Fri, 29 Nov 2002 20:29:15 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I swapped an R390A for a BC-610I, straight up..go from there. 
resis Original Message ----- 

From: "Heinz und Hannelore Breuer" <hbreuer@debitel.net> 

To: "Old Tube Radios" <boatanchors@theporch.com> 

Sent: Friday, November 29, 2002 11:23 AM 

Subject: BC-610E what to pay for it? 


Hi, 

I was offered a BC-610E in working condition with all tuning units but 
without speech amplifier. I am in Germany and the BC-610 is located in 
Luxembourg, which is a few hours to drive. What would be a fair price 

for a BC-610E? Is there anything special I should check before buying it? 


Thanks for your help. 


Vy 73 
de Heinz DH2FA, KM5VT 


VVVVV VV VV VV VV 


Message-ID: <3DE83FCE.33C66C59@easystreet.com> 
Date: Fri, 29 Nov 2002 20:34:22 -0800 

From: Liles and Naomi Garcia <landn@easystreet.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Correctly Loading Audio Output Amps 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Good evening Everybody, 


First of all, I would like to wish everyone a Happy Thanksgiving weekend 


from Aloha, Oregon. I used some of last afternoon and evening to look 
through some of my Hallicrafters manuals to see if I could answer my 
question about the proper loading of the audio output amplifiers in our 
boatanchors. 


As you all know, many of our receivers have push-pull audio output 
amplifiers that can provide a respectable amount of sound power. Many 
have 500/600 ohm output impedances, especially military receivers for 
the 600 ohms output. Other receivers have a 4 ohm output impedance, and 
of course, there a few other output impedances that are used. If you 
listen to your receiver with a speaker, then the receiver is usually 
happy with the loading on the output amplifier and everything works 
fine. My question is what happens when you plug in your headphones ( 
this usually disconnects the speaker ) and put a high impedance load on 
your audio amplifier? 


The SX-28 switches in a 5 KOhm load resistor when you plug in your 
headphones, and its sucessors, the SX-42 and SX-62, plug the headphones 
into the first audio stage in the part of the circuit that can work with 
a high-impedance load. At the same time, the input to the push-pull 
6V6's is grounded. Is this approach OK? My guess is that it is or else 
Hallicrafters would not have designed it this way. The 6V6's are idling 
in a steady-state this way, but would they be suceptable to any 
overheating this way? 


The Hammarlund Super-Pro Series has a caution note that says to 
terminate the 600 Ohm output with a 600 Ohm resistor when you are 
listening to the receiver with headphones. I can see the need for this 
with the old Super-Pros ( with their push-pull outputs ), but is this 
really necessary with the single-ended output of the SP600's? I must 
confess that before I had a manual ( and read the caution note ) for my 
SP-600-JX10 I listened to it for many evenings with headphones and no 
terminating resistor. 


If anyone would like to toss in some expertise and answers, maybe 
posting to the whole group would be a good idea so that the information 
would be shared. Thanks in advance for any information. 


Regards from Aloha, Oregon, 
Liles Garcia 
landn@easystreet.com 


Date: Sat, 30 Nov 2002 09:17:24 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Correctly Loading Audio Output Amps 
To: Old Tube Radios <boatanchors@theporch.com> 


Message-id: <0Q00£01c29894$5c23f£f£80$b2e57443@KB6NAX> 
MIME-version: 1.0 

Content-type: text/plain; charset=iso-8859-1 
Content-transfer-encoding: 7bit 


Hi Liles; 


The only harm that can come to the various amplifiers you mentioned, both 
push-pull and single ended, is from high voltage transients that can be 
produced in the plate circuits of the unloaded amplifiers. Several thousand 
volt spikes can occur due to the flyback effect of the unloaded output 
transformer's primary inductance. Keeping the output loaded absorbs the 
energy that would otherwise translate into a high voltage spike. High 
voltages spikes can cause arcing in the output tube(s) or insulation 
breakdown in the output transformer. The power required to drive headphones 
is miniscule compared to what a speaker requires. It is always a good 
pratice to keep a load resistance connected to the receivers's speaker 
terminals when operating without a speaker. If using a switch to disconnect 
the speaker then it is best to have a slightly higher value of resistance, 
say 47 ohms, across 8 ohm output terminals at all times. Do not switch the 
resistor in when switching the speaker out because there will be a momentary 
open circuit. 


No, the 6V6's won't overheat when operated with no load or a lighter than 
normal load. The only problem you have to worry about is as I've outlined 
above. 


Arden Allen 
KB6NAX 
Vallejo, CA 


Date: Sat, 30 Nov 2002 13:33:02 -0500 (EST) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200211301833 .NAAQQ0802@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Subject: Re: Correctly Loading Audio Output Amps 


Right on the HV £m output xfxrmr ‘flyback. ' 
Little-known but well-nigh possible failure mode 


End o£ BOATANCHORS Digest 3419 
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